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Good-Passengers Lift Cabin: Q0x & Q1x series

GOOD-PASSENGERS LIFT CABIN
Q

0x Cabin for Medium 
load requirement

-Load uniformly distributed.
-Load/unload of goods manual or manual 
handling.
-The weight of packages to introduce will 
not be greater than Q/4.

Q
1x Cabin for High

 load requirement

-High Point Loads.
-Handling devices could be introduced 
into the cabin.

LOAD RANGE Q (Kg)
1000 1125 1200 1500 2000 2500 2700 3000 3500 4000 4500 5000

LO
AD

 T
YP

E Q0x a a a a a a a a a

Q1x a a a a a a

Different Load Range should be checked under consultation,
Limits & Characteristics ready to be consulted in Product’s Technical Data Sheet



G
oo

d-
Pa

ss
en

ge
rs

 L
ift

 C
ab

in
s

3

Q0x, Q1x: Models & Finishings

Walls1) Walls Profiles(2) Bumpers(3) Floor(4) Ceiling-Lighting(5) Entrance(6)

M
O

DE
LS

Q01 Galvanized Steel Galvanized Steel Galvanized Steel Tear Drop steel plate 
RAL5008 Blue painted

RAL White 
9016 painted Galvanized Steel

Q02 Stainless Steel Stainless Steel Stainless Steel Tear Drop steel plate 
RAL5008 Blue painted

RAL White 
9016 painted Stainless Steel

Q03 Skinplate Skinplate Skinplate Tear Drop steel plate 
RAL5008 Blue painted

RAL White 
9016 painted Skinplate

Q04 Painted walls Skinplate Skinplate Tear Drop steel plate 
RAL5008 Blue painted

RAL White 
9016 painted Skinplate

Q1X Car Series, have the same design and finish as Q0x.
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(3
) BUMPERS-REINFORCEMENTS ON WALLS

• Two rows of bumpers-reinforcements.
• Skinplate Simil Inox in Painted Cabin.
• Rest of the cabin same finishing as the walls.
• Optional: Pine Wood, Beech Wood, Clear Grey Plastic 200mm  

or Dark Grey Plastic 60mm.
• Additional Bumper rows available as an optional.

FINISHING
- Painted in Blue RAL 5008. Optional Black RAL 9005

Optionals. Chequered Aluminium plate.
Teardrop & Chequered Plate have not adjustement of the pattern at the joints.
Special uses for liquid spillage have to be previously studied.

- Teardrop Patterned Stainless Steel available under consultation
Li

gh
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FINISHINGS
- White RAL 9016 Painted Ceiling. Optional in Stainless Steel under consultation.

LIGHTING.
- EN 81-20/50 Standard. White Downlight LED Blanco flush mounted.
- EN 81-2 Standard. Direct Flush Lighting with fluorescents.
- Optionals: Led Spots. Vandal-proof Spots as an optional.

Other Components.
- Exhaust fan
- Trap door in Roof-Ceiling.
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• Standard Stainless Steel AISI 441 Satin. Optionals: AISI 304 Satin, AISI 316 Satin, 
AISI 304 Textured (Leather, Canvass, Linen).

• EMESA’s Standard Skinplate EMESA (see colours in “Models and Finishings”): 
Blue. Black, Grey, Cream, White,Stainless Steel & Stainless Steel Lock. Out odf 
standard cabin height availability should be checked under consultation

• Painted walls: By default Blue 5024. Optionals Colours: White RAL 9016, Oyster 
White RAL 1013, Beige RAL 1019, Dark Grey RAL 7010, Grey RAL 7032, Grey 
Metallic RAL 9006, Black RAL 9005, Cream RAL 9001.

• Special Optionals: Beige Pearl Metallic RAL 1035, Pearl Light Grey RAL 9022, 
Water Blue RAL 5021, Pidgeon Blue RAL 5014.

• Other colours under consultation

• Skinplate Simil Inox in Painted Cabin.
• Rest of the Cabin same finishing as the walls.

• Q01, Q11 Industrial Finishing. A non uniform finishing is 
possible in galvanized walls.

• Cabin walls do not include backside noise isolation. Optional 
under consultation.

• Steel Bumpers have no inside filling. Optional under 
consultation.
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Finishings & Materials
Walls

Lighting

Configuration under cabin dimensions.

Satin Stainless Steel 
AISI 441

PaintedGalvanized
Steel 

Skinplate
ST

AN
DA

RD
 EN

 8
1.

2

ST
AN

DA
RD

 E
N 

81
-2

0/
50

LE
D 

SP
O

TS



G
oo

d-
Pa

ss
en

ge
rs

 L
ift

 C
ab

in
s

5

Finishings & Materials

Bumpers-Reinforcements on walls

Floor

ST
AN

DA
RD

Standard with two rows. Posibility of modification.

Steel

Tear Drop
 Stainless 

Steel

Aluminium Teardrop 
Stainless 

Steel
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Q0x - Q1x

Beech wood Plastic 60
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Pine wood Plastic 200
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Finishings & Materials

Accesories

Reinforced Bumpers

Tramp Door Exhaust fan

Water Evacuation
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Walls: AISI 304 Linen Stainless 
Steel

Floor: by customer

Bumpers: 4 rows in Beech Wood

Lighting: Standard

Finishings & Materials. Examples

Q02

Walls: Galvanized Steel

Floor: Checker Raised Steel

Bumpers: 2 rows in galvanized 
Steel

Lighting: Standard

Q11


